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Malleable Clevises 

Straight End Clevises 

Inside Width Entire Length 


No. 2805 . 7 /s inch 27/ s inches 

No. 2810 . 1 inch 3 l / 2 inches 

No. 2815 . 1 inch 7>V\ inches 



The IT & A. Plow Hook 

A Real Hook That is Produced in Our Own Plant. 

It is Bound to Give Complete Satisfaction. 

No. 458, inch Beam, 4 inches long. Weight, each pounds. 


WROUGHT CLEVISES 
Wagon or Implement 


Size . 

.... A 

B 

C 

D 

Opening of Clevis . 

... 2 

2 

2^4 

2/2 

Length between Inside and Pin. 

... 354 

43,4 

4 44 

43,4 

Entire Length of Clevis. 

.... 4V 4 

6 V 4 

6 V 4 

6 % 


Clevis and Screw Pins are Forged. 



No. 1635 



No. 1640 


Heavy Pattern with Screw Pin 

Clevis and Screw Pin Drop Forged with Key Pin at Same Price. 


Size . E F 

Opening of Clevis . 2 2 J /i 

Length between Inside and Pin . 3*4 4}4 


H. & A. Pruning Shears-California Pattern 



A HIGH GRADE SHEARS made entirely in our own factories where standards controlling the 
Quality of both Workmanship and Material are most exacting. 

It has been designed with a view of providing Maximum Efficiency with the least possible effort 
and the results, wherever used, have been most satisfactory. 

THE BLADE, which is attached with Rivets, is made from Steel especially adapted for that purpose; 
is highly polished and carefully tempered. It is designed and attached so as to give the proper 
amount of shear—a very desirable feature. 

THE HANDLES are Malleable Iron, finished attractively in red. 

THE EXPANSION SPRING is of the Volute Type and when not in use the Shears are kept closed by 
an End Clip that does not interfere with the operator when opened. 

No. 30 Shear, 9 inches long. Packed 6 in a cardboard box. Weight, per dozen, 12 pounds. 

List Price, per dozen. $15.00 
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The Red Jacket Motor Heater 

( with the automatic time control ) 

Makes Winter Starting a Pleasure 


Cold Garage 

AUTOMATIC-SAFE 

THE AUTOMATIC CONTROL 

is effected by means of a 24-hour dial clock with 
a self contained switch. 

This heater has no contact with the carburetor 
or intake manifold and cannot ignite gasoline or 
gasoline fumes in any way. 

The Heating Unit is completely submerged in 
water at all times and delivers heat to the vital 
parts of the power plant, through the only safe 
transmitter, the cooling system. 



Warm Motor 

PROVEN-TESTED 



Illustration shows Complete 
Equipment, including Heater, 
Automatic Clock-Switch, 
Hose, Hose-Clamps, neces¬ 
sary wire and plugs. 


THE RED JACKET 
AUTOMATIC HEATER 

has been developed after a long period of 
pains-taking research. 

Use it all winter, leave it on your car and 
forget it during the summer, the following 
winter it is ready for service again, merely 
by 

“Plugging In” 

This Heater installed in your car makes it 
unnecessary to heat the entire garage, there¬ 
by saving its initial cost the first winter. 
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6 REASONS 

Why You Should Install a 

RED JACKET Heater 

1. Summer Starting the year around without heating your garage. 

2. Elimination of excess winter choking. 

3. Decreased winter gasoline consumption. 

4. Better Starting Lubrication on cold winter mornings. A marked increase in 
the battery life due to easier starting. 

5. Saving in time, patience and destructive wear is effected at a small cost. 

6. Saves its c,ost the first winter by reduction of wear, due to cold starting and 
excessive oil dilution. 



Cost Little to Operate 

The cost of operating the RED JACK¬ 
ET is a minimum, made possible by the 
automatic control. Current is used only 
long enough to bring the water to the 
temperature necessary for easy starting, 
under average conditions from one to two 
hours’ current consumption. 

Imagine the saving in time and patience 
in starting your car when you go into 
your unlieated garage any winter’s morn¬ 
ing and find the motor at summer temper¬ 
ature. The RED JACKET, once installed, 
is a permanent fixture, for it interferes in 
no way with summer driving. 


Easy to Install 

The RED JACKET Heater is very easy 
to install. Merely remove lower hose con¬ 
nection, insert heater, using hose and 
clamps furnished with each unit. Connect 
plug cap to side of car. The clock is hung 
in the garage and plugged into the light¬ 
ing circuit. 

The Simplicity of using the RED 
JACKET Heater is one of its out¬ 
standing features. When you leave 
your car for the night, merely 
“plug in” as illustration shows and 
set clock-switch. 



Patented—No. 1,727,959 Sept. 10, 1929; No. 1,759,389 May 20, 1930. Other Patents Pending. 
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DRIVE OUT IN SAFETY 


To Back Out Is Dangerous 



The Bowen Automobile Turntable, when properly installed, handles the heaviest pleasure car with 
ease. This four-year-old child weighing but thirty-five pounds readily turns this forty-four hundred 
pound car. 


The Bowen Automobile Turntable is sturdily constructed to 
withstand long, hard usage under varied conditions of service. 

The platform or top is built of thick planking laid octagonally with 
about a quarter inch space between the planks for air circulation. The 
platform is securely fastened to sixteen heavy radial arms equipped 
with sixteen substantial anti-friction bearings traveling on a circular 
steel track set in concrete. The heavy center anti-friction bearing is 
rigidly supported in concrete. This construction together with its light 
weight and perfect balance makes the BOWEN TURNTABLE very 
easy to operate. The wall and pit are built of concrete and can be con¬ 
nected with any drain. 

The platform may be painted to match the color of the drive or to 
blend with the color scheme of the house and garage. The wooden plat¬ 
form top is far safer than a steel top. It eliminates the danger of a slip 
and fall when the operator steps on a slippery steel top. 

The platform is 14 feet, 6 inches in diameter and will accommodate 
any standard car up to and including 150-inch wheel base. 


Blue Prints and Specifications will be gladly furnished upon request. Address, HENRY & ALLEN, 
Auburn, N. Y. 

The Bowen Automobile Turntable is fully protected by patents applied for. 
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The BOWEN 

AUTOMOBILE TURNTABLE 

A modern convenience for a private or public garage where space is limited or 
where it is necessary to back a car into the street. 



SAFETY 

The moment the car is started in reverse, the driving hazard increases in direct 
ratio to its speed and the distance to be traveled backward. Children at play, heed¬ 
less of danger, are liable to injury. Fenders and other parts of the car are often dam¬ 
aged by a slight misjudgment of space. Marred and disfigured lawns bordering the 
drive, mark the path of the car backed to the street, day after day. Then too, as you 
back across the sidewalk and into the busy street there is the possibility of injury to 
pedestrians as well as injury to yourself and damage to your car by collision. Five 
points of danger. A BOWEN TURNTABLE installed either in front or inside of 
your garage eliminates these ever present dangers. 

CONVENIENCE 

Driving a car in reverse is an awkward job at the best. With the BOWEN 
TURNTABLE, backing is reduced to a minimum. To enter your garage, you simply 
drive on the turntable, revolve it into position and back the car but a few feet direct¬ 
ly into the garage space alloted to it. Leaving the garage is then all straight ahead 
driving, free from the dangers of backing i nto the street. The BOWEN TURNTABLE 
serves a double purpose, located either outside or inside, it provides with its pit and 
drain a convenient wash rack. The car can be always turned to the light for washing 
or repairs. 

BEAUTY 

Many garages are located in one corner of the grounds with a straight driveway 
along the property line allowing an unobstructed view from the street. Too often 
this view is decidedly unsightly—doors are left wide open and the usual disorder in 
and about the garage detracts from the be auty of otherwise well kept grounds. With 
a slight curve in the drive and a BOWEN TURNTABLE, installed either outside or 
inside, the garage can be located directly in the rear of the house; leaving the corner 
it usually occupies to be shrubbed in keeping with the rest of the grounds, beautify¬ 
ing the view from the street. 
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Henry & Allen Red Nut Stillson Wrenches 



RED NUT WRENCHES are not made from ordinary merchant bar steel, but from steel of our 
own special formula, and especially rolled for Henry & Allen. 

Years of experiments have taught us just the right grade of steel for our wrenches. We maintain 
a system that enables us to be positive of the physical and chemical analysis of all the steel used in 
our plant and our heat treating therefore is uniform. 

Every good workman knows the value of good tools. He knows how hard it is to finish a job with 
tools that cannot stand up under hard work, and this is especially true of pipe wrenches. Continual use 
under all sorts of conditions, in precarious places, perhaps under water, means that a good wrench must 
be substantially built to meet all the requirements. 

Henry & Allen RED NUT WRENCHES are made for men who want the best. For thirty years we 
have been making wrench forgings. The experience of those years has perfected the RED NUT Stillson 
Pipe Wrench. 

An important feature of Henry & Allen RED NUT WRENCHES is that they are full size. A 
given size Henry & Allen Wrench will take not only the pipe for which that size is made but also 
many standard fittings for that size pipe. 

The Finished Wrench is full hand polished—a beautiful tool that any man may be proud of. Well 
balanced, easy to use, sturdy and dependable, finely finished. And distinctively marked for easy identi¬ 
fication with a RED NUT. 

Revised Red Nut Stillson Lists—Wrenches and Parts 

Effective May 1, 1929. 


Length Open, inches . 

Code Word, Wood Handle.... 

6" 

ACE 

8" 

AFT 

10" 

AIM 

14" 

AIR 

18" 

24" 

36" 

48" 

Code Word, Steel Handle. 

ALE 

ALP 

ANT 

APE 

APT 

ART 

ASP 

AUS 

Takes Pipe—(Actual) . . 

Complete Wrenches 


X to 

X to X” 

Xto 1" 

Jitol y 2 * 

to 2" 

Va to 2 V2.” 

54 to 3/4" 

1 to 5" 

With Steel Handle. 

. Each 

$1.90 

$2.20 

$2.85 

$3.85 

$5.50 

$8.50 

$15.00 

$25.00 

With Wood Handle.. .. 

. Each 

2.00 

2.30 

3.15 

4.25 



Parts 


6" 

8" 

10" 

14" 

18" 

24" 

36" 

48" 

Bar w/Springs . 

. Each 

$1.00 

$1.15 

$1.60 

$2.20 

$3.25 

$5.15 

$10.50 

$17.00 

Jaws . 

. Each 

.65 

.70 

1.10 

1.50 

2.15 

3.50 

5.70 

9.00 

Frame w/Pin . 

. Each 

.45 

.55 

.70 

.80 

.95 

1.75 

2.75 

3.50 

Frame Pin Only . 

. Each 

.03 

.03 

.04 

.04 

.04 

.04 

.05 

.05 

Adjusting Nuts . 

. Each 

.15 

.15 

.20 

.30 

.35 

.55 

1.10 

2.00 

Wood Handle w/Ferrule Each 

.23 

.25 

.30 

.36 





End Nuts . 

. Each 

.15 

.15 

.20 

.20 





Springs—Front . 

Each 

.10 

.10 

.10 

.10 

.10 

.11 

.13 

.13 

Springs—Back. 

. Pair 



.20 

.20 

.20 

.22 



Spring Pin or Rivet... 

Each 

.01 

.01 

.02 

.02 

.02 

.02 

.02 

.02 

Shipping Wgt., per doz. 

.. Lbs. 

5 

10 

20 

35 

60 

105 

200 

340 


Parts are interchangeable with other similar wrenches. 6 to 14-inch Wrenches inclusive are made 
with wood or steel handles. Be sure to specify wood or steel. Unless otherwise specified steel handle 
Wrenches will be supplied. Sizes above 14-inch are steel handles only. 

6 to 14-inch inclusive, both wood and steel handles, are packed in individual containers, 36 contain¬ 
ers to a case. 10-inch size with wood handle—“For Household and General Use”—is packed 6 individ¬ 
ual containers in a lithographed counter display package. 18 and 24 inch sizes are wrapped individually 
in oiled paper, 6 to a wooden box. 36 and 48-inch are packed singly. 
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HENRY & ALLEN 
Red Nut Stillson Wrenches 

Packed in Sets 



No. 1 SET 

This Set of six Henry & Allen 
RED NUT Stillson Wrenches con¬ 
tains 1 each of the following sizes: 
6-inch, 8-inch, 10-inch, 14-inch, 18- 
inch and 24-inch, all with Steel 
Handles. 

The carton bears a yellow label. 

List Price, per set.$24.80 


No. 1 Red Nut Stillson Wrench Set 


“GOOD WRENCHES FOR GOOD WORKMEN’’ 

IN HANDY PACKAGES that contain a size Pipe Wrench for practically every purpose for which 
Pipe Wrenches are intended. No longer need a mechanic be without the size Wrench he should have 
for a particular job for with a RED NUT StillsonWrench Set he has all the sizes he needs always at 
hand. Instead of a single Wrench sell him a RED NUT Stillson Wrench Set. He will like it and will 
tell his friends about it. 


No. 2 SET 

This Set consists of six Henry & 
Allen RED NUT Stillson Wrench¬ 
es, three with Wood Handles and 
three with Steel Handles, as fol¬ 
lows: 1 each 6-inch, 8-inch and 10- 
inch Wood Handle Wrenches and 
14-inch, 18-inch and 24-inch Steel 
Handle Wrenches. 

The label is green. 

List Price, per set.$25.30 



No. 2 Red Nut Stillson Wrench Set 


SPECIAL SETS 


Sets with other Handle combinations of the six sizes listed above, can be furnished on special ord¬ 
ers. The 18-inch and 24-inch Wrenches would, of course, be furnished with Steel Handles only. 


Each Set is packed in 
a strong, attractive 
sealed mailing board 
Carton. Ready for 
shipment, no further 
packing necessary. 



Cartons are packed 
six in a Wooden Crate 
to insure delivery in 
good condition. 

Weight per Crate 
125 Pounds 


Ask for the Wrench with the Red Nut 
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Lawn Mowers 

DIAMOND SPECIAL BALL BEARING 

Description: 

Drive Wheels —11 inches. 

Gears —Direct Drive. 

Ratchets —Solid with Pinion. 

Width of Cut —16, 18 and 20 inches. 

Cutting Reel —6 inches in diameter. 

Reel Blades —Five. Special Manganese Steel. 

Cutter Bar Blade —Crucible Tool Steel. 

Adjustment —Cutter Bar to Reel Blade by Set Screws at Each 
End. 

Balls, Cups, Cones —Hardened Steel, Dust Proof. 

Finish —Wheels, Cream and Gold; Reel, Giold Striped Black. 

16-inch, 65 Lbs.; 18-inch, 70 Lbs.; 20-inch, 75 Lbs. 


This Mower is intended to satisfy the demand for a strictly High Grade Machine. It possesses all 
improvements that combine to make it Perfect and Easy Running. 

Two Reel Blades are on the Cutter Bar Blades at all times, giving a short cut. The Cutter Bar 
Blade is adjusted to the Reel by means of set screws at each end and is the most accurate form of ad¬ 
justment yet designed. Equipped with our Self-adjusting Ball Bearing Device. 

The Reel Knives are of Special Manganese Steel. The Cutter Bar Blade is of Crucible Tool Steel. 
Ball Bearing Adjustment and Extra Strong Ratchet Clutch with Full Length Pins. 



JUNIOR BALL BEARING 


Description: 

Drive Wheels—10 inches. 

Gears —Direct Drive. 

Ratchets —Solid with Pinion. 

Width of Cut —14, 16 and 18 inches. 

Cutting Reel —6 inches in diameter. 

Reel Blades —Four. Special Manganese Steel. 

Cutter Bar Blade —Crucible Tool Steel. 

Adjustment —Cutter Bar Blade to Reel by Set Screws at Each 
End. 

Ball Bearing Pattern, Balls, Cups, Cones —Hardened Steel, 
Dust Proof. 

Finish—Ball Bearing Pattern —Gold, Striped Blue. 

14-inch, 51 Lbs.; 16-inch, 53 Lbs.; 18-inch, 55 Lbs. 



No Lawn Mower of these specifications can equal it as an all-round Mower. The Best Value for a 
Medium Price and meets all demands for a Mower of exceptional merit. 

This Mower excells other makes in Finish, Pleasing Design, Better Proportion of Weight, Size of 
Reel and Reel Blades at corresponding prices. 

The wheels are fitted with Solid Hubs and Oil Retaining Chambers, and are held by a steel Clip 
bolted to the casing and fitted over the inside end of the Hub, which is enlarged for the purpose. This 
permits the oil to circulate freely around the axles. 

It is of vital importance that the balls in a Ball Bearing be of uniform size; all must be of the same 
diameter, that the load may be equally distributed on all the balls. If a ball used in our Bearings shows 
a variation of one-half of 1/1000 of an inch it is rejected. The result is, no one ball wears more than 
another and we have the perfect bearing of longest life in our Ball Bearing Mowers. 

No Cotter Pins or Washers Are Used to Hold Wheels on This Mower. 
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“AUBURN” ELECTRIC BALL BEARING 

Description: 

Drive Wheels—9 inches. 

Gears—Direct Drive. 

Ratchets—Solid with Pinion. 

Width of Cut—14 and 16 inches. 

Cutting Reel—5^ inches in Diameter. 

Finish—Gold striped Red. 

Reel Blades—Four; Special Manganese Steel. 

Cutter Bar Blade—Crucible Steel. 

Adjustment—Cutter Bar to Reel Blade by Set Screws at Each 
End. 

Balls, Cups, Cones—Hardened Steel, Dust Proof. 

14-inch, 44 Lbs. 16-inch, 46 Lbs. 

An important consideration of our mowers is the Equalization of the Weights of the Parts. Where 
weight is needed it is properly distributed. 

The working strain of all parts, which engage one with another, has been reduced to a minimum, 
resulting in the least wear. 

The Knife Beds are bolted to the frames, giving the machines Rigidity and preventing them from 
getting out of alignment. 

Every ounce of metal in our mowers is selected to give long life. Each part is inspected and fitted 
to micrometer gauges. Partially manufactured Mowers are tested and inspected. Before shipment, ev¬ 
ery one is run in a Special Testing Machine to satisfy our experts that all parts are Perfect and Exactly 
Adjusted. 

All Handles are made of Selected Hard Maple, Clean Grained, and the cross arms are clamped with 
metal to hold them firm. 

Ball Bearing Adjustment and Extra Strong Ratchet Clutch with Full Length Pins. 



HUMMER BALL BEARING 



Geared on both sides. Ball Bearing—Spring Adjustment. 

Additional Rear Tie Rod for Frame Support. 

High Drive Wheels 10 inches in diameter, raised tread. 

Width of Cut—14, 16 and 18 inches. 

Reel 6 inches in diameter. Four Tool Steel Revolving Blades hardened and tempered in oil. 

A serviceable, easy running lawn mower at a low price. Handsomely finished and decorated in 
weather-proof bronzes. 

14-inch, 51 Lbs. 16-inch, 53 Lbs. 18-inch, 55 Lbs. 
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“WESTERN” BALL BEARING 



Description: 

Drive Wheels—8^4 inches. 

Gears—Direct Drive. 

Ratchets—Solid with Pinion. 

Cutting Reel— S J / 2 inches in Diameter. 

Reel Blades—Four. Selected Knife Steel. 

Cutter Bar Blade—Selected Knife Steel. 

Adjustment—Cutter Bar to Reel by Set Screws at Each 
End. 

Finish—Gold Bronze with Red Striping. 


The Handsome Appearance combined with many Improved Features including the Ball Bearing self 
adjusting device and possessing! the high standard used in all of our mowers makes this machine a big 
leader among the lower priced machines. This mower is without question the best constructed in its 
class on the market. 

It has the Popular Open Type Drive Wheel 8^4 inches in diameter, Cutting Reel 5^2 inches in diam¬ 
eter with four blades of the finest Knife Steel. 

The new form of fastening the Cutter Bar to the side plate by means of the male and female or boss 
connection insures extra rigidity and durability. The striking finish of gold bronze with red trimmings 
complete the attractive appearance. 

14-inch, 38 Lbs. 16-inch, 40 Lbs. 


No. 400 “LITTLE SHAVER” 



Specifications: 

Drive Wheel—8 inches. 

Gears—Direct Drive. 

Ratchets—Solid with Pinion. 

Cutting Reel— S J / 2 inches in Diameter. 

Reel Blades—Three; Selected Knife Steel. 

Cutter Bar Blade—Selected Knife Steel. 

Adjustment—Cutter Bar to Reel by Adjusting Screws at 
Each End. 

Width of Cut—12, 14 and 16 inches. 

Parallel—Adjustable Bearings. 

Finish—Aluminum and Green, striped Green. 


This Machine is of handsome design, having a Drive Wheel 8 inches in diameter, Cutting Reel 
5y 2 inches in diameter, having three blades and made of Select Knife Steel. This is the open Wheel De¬ 
sign, and while it is light it still maintains all of the necessary features that are required for Rigidity 
and Durability. It is very handsomely painted, having Green Wheel, Aluminum Cutter Bar and Reel, 
trimmed in Green. 

The friction in Lawn Mowers is in the Wheels and the Reel Bearings. These must be oiled. In our 
Mowers, oil holes and pockets are provided so that oil can be Easily Put In and the bearings are so 
made that the Oil is Retained and Compelled to flow the entire length. This saves wear on these vital 
parts and prolongs the life of the mower. 


12-inch, 36 Lbs. 14-inch, 37 Lbs. 16-inch, 39 Lbs. 




